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Filtratition plants C2 / C3 / C4 with 2/3/4 CYLINDERS  

 
CARTRIDGE FILTRATION SYSTEMS FOR: WATER, DIELECTRIC OIL, 
EMULSIONS AND WHOLE OIL  
 
THESE ARE ADDITIONAL SYSTEMS FOR MANY TYPES OF MACHINES 
SUCH AS: 
WIRE EDM - SINK EDM - SHARPENING MACHINES - GRINDING - 
HOBBING MACHINES ...  
allow you to pre-filter with coarser filters and thus extend the life of the filters 
in the machine, or post-filter with finer filters to improve the characteristics of 
the water/oil/emulsion. 
 
The system includes:  
2/3/4 stainless steel containers 
1 stand with plate for centrifugal electric pump 
stainless steel inlet and outlet manifolds 
Non-return valve  
regulation and drain brass ball valve 
1 air vent 
hose holder for brass inlet and outlet manifold 
n.1 manometer on the load 
 
Inside the containers there are 2 paper or polyester filters for each cylinder, in 

various degrees of filtration and filtering surface according to the needs 
 
The system is equipped with a centrifugal electric pump Grundfos CM 5-3: 
3x400 Volt  
Q = 84/20 lt./min. 
H = 21/28 mt.  
Mounted on tripod plate connected hydraulically, but not electrically.  
 
The operation consists in sucking the liquid to be filtered, pumping it and venting the air in the cylinders 
containing the cartridge filters and the flow goes from the outside to the inside of the same. 
In this way, filtered liquid will come out and sent to the machines of use and / or centralized collection tank. 
 
Before changing the paper filters, the cylinders must be emptied of the remaining liquid using the drain valve; 
then unscrew the 2 hinge bolts of the stainless steel cylinders, unscrew the butterfly at the top of the central rod 
and extract the exhausted filters.  
 
Time taken to empty and replace the filters: 30 minutes for C2 system 
 
Supplied with instruction manual for centrifugal pump. 
Electric connection with differential switch excluded. 
 
Cylinder dimensions: Ø 215 xh 850 mm 
C2 system dimensions: 500 x 700 xh 1,500 mm 
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